
 

TRUCK AND TRAILER INSPECTION FORMS 

PLEASE READ CAREFULLY! 

 INSPECTIONS MAY ONLY BE DONE AT AUTHORIZED LOCATIONS: 

o MAJOR TRUCK STOP CHAINS: T/A; PETRO; LOVE’S; PILOT; FLYING J; ROADY’S 

o NEW TRUCK DEALERSHIPS: KW, PETERBILT, INTERNATIONAL, MACK, FREIGHTLINER, VOLVO, 

WESTERN STAR 

o NEW TRAILER DEALERS- ANY KNOWN BRAND 

o SPEEDCO 

o BOSSELMAN BOSS SHOP   

o GARAGES IN THE STATES THAT HAVE MANDATORY TRUCK INSPECTIONS AND HAVE A STATE 

INSPECTION LICENSE.   THOSE STATES ARE CA, IL, LA, ME, MD, MA, MN, NH, NJ, NY, PA, 

RI, TX, UT, VT, VA, WV 

o  YOU MUST SUBMIT A COPY OF THEIR STATE INSPECTION LICENSE WITH OUR INSPECTION 

FORMS AND A PAID RECEIPT.  

 

 THE INSPECTION FORMS MUST INCLUDE ALL MEASUREMENTS, AS SHOWN ON THE FORMS 

o SOME CHAINS WILL NOT USE OUR FORM.  AS LONG AS THEIR FORM INCLUDES MEASUREMENTS 

FOR TIRE TREAD DEPTH, BRAKE SHOE THICKNESS AND BRAKE TRAVEL, WE ACCEPT IT.   

 

 THE FORMS MUST SAY “PASS”! 

 

 WE MUST RECEIVE A COPY OF YOUR PAID RECEIPT WITH ALL INSPECTIONS FORMS 

 

SEND COMPLETED INSPECTION FORMS TO US VIA TRANSFLO, EMAIL THEM TO 

Safety@transportinvestments.com  OR FAX THEM TO 412-490-6154.   

 

 

IF YOU HAVE QUESTIONS, CONTACT US AT 412-490-6040 Option 3. 

mailto:Safety@transportinvestments.com


3 = items inspected 
na = not applicable

Inspection Date: Inspection status:

Inspection Facility Name:

Inspection Facility Address: 

Inspection Facility Phone #: Work Order#: 

Pass Fail

pa
ss

fa
il

3 = items inspected 
na = not applicable

pa
ss

fa
il

3 = items inspected 
na = not applicable

pa
ss

fa
il

Driver Print Technician Print Technician Signature
(Required) (Required) (Required)

Driver Signature i certify i have inspected the equipment listed above in accordance with 49 cfr-393 appendix g.
(Required)

traILER iNSPECTION
Unit #: Registered Owner:

Make: VIN #:Model: 

License #:

Year:

Hubometer:

measuRements 
na = not applicable

Axle 2 n  Long Stroke
Push Rod Travel

32nds 32nds 32nds 32nds

Brake Shoe/Pad Thickness

Axle 3 n  Long Stroke
Push Rod Travel

32nds 32nds 32nds 32nds

Brake Shoe/Pad Thickness

Customer name:

**IMPORTANT**
You must enter the following 

measurements

• TIRE TREAD DEPTH
• BRAKE THICKNESS IN FRACTIONS

OF AN INCH OR MM
• PUSH ROD BRAKE TRAVEL 

(EXCEPT DISC BRAKES)

Note Needed Repairs:

this Vehicle inspection is in accordance with, and the following list of components are to be inspected per the criteria listed 
in 49 cRF part 396.17 through 396.23 appendix G to subpart B, minimum periodic inspection standards

Axle 1 n  Long Stroke
Push Rod Travel

32nds 32nds 32nds 32nds

Brake Shoe/Pad Thickness

a. Operation, Adjustments, Leaks
(Service & Parking Brakes)

b. Friction Parts (Shoes, Linings,
Drums, etc…)

c. Hoses, Tubing, etc…
d. Slack Adjuster & Push Rods
e. Camshafts, Cam Bushings, etc…
f. Valves & Fittings
g. Tractor Protection Valve
h. Functionality of Delivery System

(Air, Hydraulic, Electrical)
i. ABS System
j. Low Pressure Warning

b. Pintle Hook
c. Drawbar/Towbar Eye & Tongue

1. BRAKE SYSTEM

2. LIGHTING DEVICES

required by Section 393 shall be
operable

b. Lights
c. Wiring

e. Plug box

3. SUSPENSION
a. Xmembers & Subframe (Cracks, Welds,

Damage, etc…)
b. Springs & Suspension Components
c. U-Bolts, Saddle Mounts, Hangers,

Component Movements, etc…
d. Radius Rods & Bushings

4. FRAME
a. Frame Members
b. Tire & Wheel Clearance
c. Bumper, Mud Flaps & Brackets
d. License Plate, Bracket, Permits &

VIN Plate

6. TIRES
a. Tires

8. WHEELS AND RIMS
a. Wheels & Rims
b. Fasteners
c. Welds

7. FLOOR AND DECKING
a. Holes in floor decking
b. Loose floor boards
c. Stake pockets
d. Rub Rails

6. FRAME
a. Fifth Wheel, Saddle Mounts, Etc...

e. Airbags

d. Reflectors, conspicuity tape

a. All lighting devices & reflectors
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